
N E M A # 1 4 - 3 0 R
30 Amp Service

Printer Module (IOT)
120/208 or 120 240 VAC 60Hz

Electrical Requirements:
System Controller

Current Service: 12 amps
Frequency 60 Hz

Printer Module
Current Service: 30 amps (sole use)

Frequency 60 Hz

Power Consumption:
Maximum: 7.3kW

Standby: .875

For Sales, Parts, Service or Refurbishing Contact
W e s t  P r o d u c t s  C o m p a n y

X e r o x ¨ D o c u P r i n t  180
E l e c t r i c a l  R e q u i r e m e n t s

15 A M P Edison Receptacle
N E M A # 5 - 1 5 R

Electronic Subsystem
(Sun Ultra Controller)

115 VAC 60 Hz. 

Environmental Requirements:
Operating Temperatures:
Minimum: 50 degrees F
Maximum: 85 degrees F

Humidity: 30% -60% +/- 5%

Heat Dissipation:

Standby: 4,454 BTU/hr
Operating: 32,770 BTU/hr



X e r o x® D o c u p r i n t  1 8 0
M a c h i n e  L a y o u t  M a p s

ph: (800) 455-4189   fax: (760) 431-8260
2180 Las Palmas Drive; Carlsbad, CA 9 2 0 0 9

W e s t  P r o d u c t s  C o m p a n y




