
The Xerox® 4135 / 4635 series Laser
Printing Systems combines leading-edge tech-
nology with exceptional paper handling capabil-
ities, high print speeds and advanced system
software with amazing cost efficiency.

Delivering a range of superior high vol-
ume document solutions for data centers, serv-
ice bureaus and other centralized environments,
the high-speed Xerox® 4135 series printers pro-
duce a vast array of documents that meet your
strenuous business requirements.

The Xerox® 4635 is an versatile laser
printing system. The 4135 is a perfect solution
for high-volume printing in mail houses and data
centers. The Advanced System User Interface
allows operational tasks to be completed easily
and more efficiently.

The Xerox® DocuPrint 4635 is available to
process the following data streams: The IPDS
Printer Series (IPS) which prints IPDS data
streams; compatible with IBM's AFP- Advanced
Function Printing/Presentation architecture,
Laser Printer Series (LPS) which prints LCDS-
Line Conditioned Data Streams & Metacode,
and Network Printer Series (NPS) that will
process PostScript and PCL data.



X e r o x ® 4 1 3 5
s p e c i f i c a t i o n s

Print Resolution
Printing Speed
Maximum Page Size
Highest B/W duplex print speed
Standard memory (MB) 
Optional memory (MB)

600x600 dpi
135 ppm
14”x17”

135
364.00 
1124.00 

Performance
Controller Features: 10 MHz System Disk: - 182 Mbyte x 2
standard configuration. - Expandable to 1.124 Gbyte in 380
Mbyte increments (optional). 1024K words of control memo-
ry. 32 Mbits of graphics and font memory expandable to 128
Mbits (optional). 0.25 in., 320 Mbyte Streamer Tape
Cartridge.
Other memory: 1024K words of control memory. 32 - 128
Mbits of graphics and font memory 
Input Media Types: Paper, transparencies, label stock,
ordered stock, tab stock, carbonless paper, pre-perfed
stock, safety stock and other specialized application materi-
als.
Collation Type: Offset
Print Technology: Laser
Refill Type: Bottle
Controller type: Separate
MICR : No
Standard scalable typefaces: 128 fonts per page in sizes
ranging from 4 to 24 points.
Operator interface: GUI

Temperature: 60° to 80° F (15.5° to 29.5° C)  
Relative Humidity: 45% ± 10% (no condensation) 
Other printer features: Duplex

Maximum Input (sheets) 
Maximum output (sheets)
Auto duplex 
Monthly volume 
Minimum paper weight (lbs)  
Maximum paper weight (lbs) 
Standard paper trays

6900
5000

included
1 million

16 lb. 
110 lb.

4

Paper Handling
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Print Resolution
Printing Speed
Maximum Page Size
Highest B/W duplex print speed
Standard memory (MB) 
Optional memory (MB)

600x600 dpi
135 ppm
14”x17”

135
364.00 
1124.00 

Performance
Controller Features: 10 MHz System Disk: - 182 Mbyte x 2
standard configuration. - Expandable to 1.124 Gbyte in 380
Mbyte increments (optional). 1024K words of control memo-
ry. 64 Mbits of graphics and font memory expandable to 128
Mbits (optional). 0.25 in., 320 Mbyte Streamer Tape
Cartridge.
Other memory: 1024K words of control memory. 32 - 128
Mbits of graphics and font memory 
Input Media Types: Paper, transparencies, label stock,
other specialized application materials 
Collation Type: Offset
Print Technology: Laser
Refill Type: Bottle
Controller type: Separate
MICR : Yes
Standard scalable typefaces: Up to 128 fonts per page
from extensive font library; multiple characters sets per
page, including OCR and bar codes 
Operator interface: Hard Button

Temperature: 60° to 80° F (15.5° to 29.5° C)  
Relative Humidity: 45% ± 10% (no condensation) 
Other printer features: Duplex

Maximum Input (sheets) 
Maximum output (sheets)
Auto duplex 
Monthly volume 
Minimum paper weight (lbs)  
Maximum paper weight (lbs) 
Standard paper trays

12,100
10,200

included
3 million

16 lb. 
110 lb.

4

Paper Handling



s p e c i f i c a t i o n s

Print Resolution
Printing Speed
Maximum Page Size
Printing Technology
Standard Memory
Optional Memory

600x600 dpi
135 ppm
14”x17”

Xerographic
364.00
1124.00

Performance
Available Configurations & Controllers:
LPS CONFIGURATION: Controller: Xerox ESS CPU
LPS Connectivity:
Online, all systems supporting IBM 3211/4245
Online to imaging systems, client server environments
Online to other host mainframes via interface units
Offline, 1600/6250 bpi, 9track tape
Offline, IBM 3490E data format 36-track cartridge tape
Offline, IBM and ANSI-compatible .5 inch tapes in IBM
3480/3490 data formats.

NPS / IPS CONFIGURATION
System Controller: Enhanced Sun MicroSystems SPARC 
NPS Connectivity:
Ethernet: Novell, TCP/IP. EtherTalk
Token Ring: Novell, TCP/IP, EtherTalk
IPS Connectivity:
S/370 or S/390 bus and tag connection
Token Ring: TCP/IP
Ethernet: TCP/IP

Maximum Input (sheets) 
Maximum Output (sheets)
Duplex 
Monthly volume 
Minimum paper weight (lbs)  
Maximum paper weight (lbs) 
Standard paper trays

6900
5000

included
1 million

16 lb
110 lb

4

Paper Handling
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Performance
Available Configurations & Controllers:
LPS CONFIGURATION: Controller: Xerox ESS CPU
LPS Connectivity:
Online, all systems supporting IBM 3211/4245
Online to imaging systems, client server environments
Online to other host mainframes via interface units
Offline, 1600/6250 bpi, 9track tape
Offline, IBM 3490E data format 36-track cartridge tape
Offline, IBM and ANSI-compatible .5 inch tapes in IBM
3480/3490 data formats.

NPS / IPS CONFIGURATION
System Controller: Enhanced Sun MicroSystems SPARC 
NPS Connectivity:
Ethernet: Novell, TCP/IP. EtherTalk
Token Ring: Novell, TCP/IP, EtherTalk
IPS Connectivity:
S/370 or S/390 bus and tag connection
Token Ring: TCP/IP
Ethernet: TCP/IP

Maximum Input (sheets) 
Maximum Output (sheets)
Duplex 
Monthly volume 
Minimum paper weight (lbs)  
Maximum paper weight (lbs) 
Standard paper trays

12,100
10,200

included
3 million

16 lb
110 lb

4

Paper Handling

X e r o x® D o c u P r i n t  4 1 3 5



N E M A # 6 - 1 5 R
(15 Amp Service)

Electronic Subsystem
(LPS System Controller)

208/220 VAC, 60 Hz, 15 amp

N E M A # 1 4 - 5 0 R
50 Amp Service

Printer Module (IOT)
120/208 or 120 240 VAC 60Hz

Environmental Requirements:
Operating Temperatures:
Minimum: 60 degrees F
Maximum: 80 degrees F
Humidity: 45% +/- 5%

Heat Dissipation:
Standby: 4454 (1.8kW) BTU/hr

Operating: 28,140 (2.6kW) BTU/hr

Warmup time: 12 minutes
Power Consumption: 7.3 kW

Standby Power Consumption: .875 kW

For Sales, Parts, Service or Refurbishing Contact

W e s t  P r o d u c t s  C o m p a n y

X e r o x® D o c u P r i n t  4135 / 4635
E l e c t r i c a l  R e q u i r e m e n t s



X e r o x® D o c u p r i n t  4 1 3 5 / 4 6 3 5
M a c h i n e  L a y o u t  M a p s

ph: (800) 455-4189   fax: (760) 431-8260
2180 Las Palmas Drive; Carlsbad, CA 9 2 0 0 9

W e s t  P r o d u c t s  C o m p a n y




