
Xerox® 4850 and 4890 HighLight
Color Laser Printing Systems offer high-
light color printing, shades of one color and
black laser printing, with a unique one-pass
technology.

The 4850 and 4890 are capable of
duplex printing on paper of varying sizes,
weights and colors, bringing the high-value
benefits of color printing at costs compara-
ble to black-only printing. 

These production-class laser printers
are compatible with host computers, main-
frames, workstations and PCs. 

The economical 4850 handles up to
750,000 prints per month and is a  great
resource for medium networks and data
printing centers. Those who require greater
output will  the Docuprint 4890 is capable of
an impressive 2 million prints per month,
giving you the performance and speed to
meet your demanding print schedules. 



X e r o x ® 4 8 5 0
s p e c i f i c a t i o n s

Print Resolution
Printing Speed
Maximum Page Size
Highest Color Print Speed
Xerox DJDE
ASCII

300x300 dpi
50 ppm
8.5”x14”
50 ppm

Yes
Yes

Performance
Controller Features: Xerox ESS CPU: - 182 Mbyte
x 2 standard configuration. -  380 Mbyte x 2 (option-
al). 512K words of control memory.
Other memory: 1024K words of control memory. 32
- 128 Mbits of  font memory 
Input Media Types: Paper, label stock and other
specialized  application materials 
Collation Type: Offset / Staple
Print Technology: Laser
Controller type: Separate
MICR: No
Tape Drive: Round Reel or cartridge.

Temperature: 60° to 80° F (15.5° to 29.5° C)  
Relative Humidity: 45% ± 10% (no condensation) 

Key Features: Affordable highlight color, conditional
highlight color processing, Ten highlight color toners
available, single pass highlight color.

Maximum Input (sheets) 
Maximum Output (sheets)
Duplex 
Monthly volume 
Minimum paper weight (lbs)  
Maximum paper weight (lbs) 
Standard paper trays

2500
3500

included
750,000

20 lb. 
110 lb.

4

Paper Handling

s p e c i f i c a t i o n s
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Print Resolution
Printing Speed
Maximum Page Size
Highest B/W duplex print speed
Standard memory (MB) 
Optional memory (MB)

300x300 dpi
92 ppm
8.5”x14”

92
364.00 
1124.00 

Performance
Controller Features: Xerox ESS CPU: - 182
Mbyte x 2 standard configuration. -  380 Mbyte x 2
(optional). 512K words of control memory.
Other memory: 1024K words of control memory.
32 - 128 Mbits of  font memory 
Input Media Types: Paper, label stock and other
specialized  application materials 
Collation Type: Offset / Staple
Print Technology: Laser
Controller type: Separate
MICR : No
Tape Drive: Round Reel or cartridge.

Temperature: 60° to 80° F (15.5° to 29.5° C)  
Relative Humidity: 45% ± 10% (no condensation) 

Key Features: Affordable highlight color, condition-
al highlight color processing, Ten highlight color
toners available, single pass highlight color.

Maximum Input (sheets) 
Maximum Output (sheets)
Duplex 
Monthly volume 
Minimum paper weight (lbs)  
Maximum paper weight (lbs) 
Standard paper trays

2,500
3,500

included
2 million

16 lb. 
110 lb.

4

Paper Handling



N E M A # 6 - 1 5 R
(20 Amp Service)

Electronic Subsystem
(LPS System Controller)

120/208 or 120/140 VAC 60Hz, 
20 amp Service

N E M A # 1 4 - 3 0 R
30 Amp Service

Printer Module (IOT)
120/208 or 120 240 VAC 60Hz

Environmental Requirements:
Operating Temperatures:
Minimum: 60 degrees F
Maximum: 86 degrees F

Humidity: 30%-60%

Heat Dissipation:
Standby: 7600 (1.8kW) BTU/hr

Operating: 14,900 (2.6kW) BTU/hr

Warmup time: 12 minutes
Power Consumption: 7.3 kW

Standby Power Consumption: .875 kW

For Sales, Parts, Service or Refurbishing Contact

W e s t  P r o d u c t s  C o m p a n y

X e r o x ¨ D o c u P r i n t  4890
E l e c t r i c a l  R e q u i r e m e n t s



X e r o x® D o c u t e c h  4 8 5 0 / 4 8 9 0  
M a c h i n e  L a y o u t  M a p s




