
The Xerox® D o c u Tech 6135 is a super-
charged publishing printer designed for fast-
paced business environments where keep-
ing deadlines and expansion options is
essential.

With the Docutech 6135 you can cost-
e ffectively print on demand customized
documents in production runs as long or as
short as you require. The Xerox DocuTe c h
6 1 3 5 is designed for fast-paced business
environments that need to produce high-
quality black-and-white finished docu-
ments in short time frames and/or short
runs. It processes and prints PostScript,
PCL, and TIFF documents at up to 135
pages per minute and at a sharp 600 dots
per inch. The DocuTech can scan docu-
ments, receive electronic documents, print,
and finish documents concurrently. Internal
finishing features include stitching and
thermal binding; with a host of inline
including booklet making, cover insertion,
and perfect binding.



s p e c i f i c a t i o n s
X e r ox ® D o c u t e c h  6 1 3 5

Print Resolution
Printing Speed
Maximum Page Size
Highest B/W duplex print speed
Standard Memory
Modem for Diagnostics 

600x600 dpi
135 ppm
14”x17”

135
256

US Robotics

Performance

Maximum Input (sheets) 
Maximum output (sheets)
Auto duplex 
Monthly volume 
Minimum paper weight (lbs)  
Maximum paper weight (lbs) 
Standard paper trays

4300
3000

included
1.2 million

16 lb. 
110 lb.

3

Paper Handling

Paper Input:
- Tray 1 - 1,100 sheets; 8" x 10" to 9" x 14".
- Tray 2 - 600 sheets; 8" x 10" to 9" x 14".
Two High Capacity Feeders (tray 3 and 4)
- Tray 3 - 2,600 sheets
Up to two additional High Capacity Feeders are optional.
Input enablement: Enables connection to a DFA compliant
third-party inline finishing device.
Interposer: Optional: An interposer is available for the 

Xerox Docutech 6135, adding two additional input trays.
Paper Output:
-Two high capacity stackers (standard)
-Each stacker: 2,500 sheets
-Sample Tray: 100 sheets
- Purge Tray: 100 sheets
Two additional high capacity stackers are optional. Bypass trans-
port enables connection to any DFA-compliant third party inline
finishing device.

SYSTEM CONFIGURATION
Dual Processor Sun Ultra with Solaris
• 512 MB memory standard.
• Two 36.4 GB disk drives standard
• Expandable on-line disk storage with
a 9.1 GB external hard drive.
• CD-ROM drive, floppy drive 3.5”
• Ethernet interface. (10 Mb/sec or 100 Mb/sec)
• Optional Token Ring. (LPR only)
• Optional tape back-up system.

Client Environments Supported
• DOS 5.0 - 6.2. • Windows 3.1,3.11, Windows 95/98,
Windows NT. • Mac OS 7.0 and above with QuickDraw;
Mac OS 7.5 and above with QuickDraw GX. • Sun OS
4.1.3 / Solaris 1.1.1B.
• Solaris 2.3 / 2.4 / 2.5.1 /2.6. PDLs and Data Formats
• Adobe PostScript Level 3/PDF. • PCL 5e. • TIFF.•
ASCII.• VIPP. Native Network Environments • TCP/IP. •
Appletalk • Ethernet. • Novell (SPX-IPX).

Controller Features: Job Manager, Print Manager,
Queue Manager, Accounting, PS/PCL/TIFF RIP,
Administrator, trusted user, user levels; Accounting logs
for all jobs.

PRINTER SPECIFICATIONS
Media Types: 16 to 110 lbs., Transparency,
Carbonless, Pre-drilled Stock, Specialty Stocks
Fonts: 51 Adobe standard fonts 
Refill Type: Bottle
Emulation: Postscript, HPPCL, TIFF
Optional Interfaces: EtherTalk, Novell SPX/IPX 
Standard Interfaces: TCP-IP

Other printer features:Trim, load paper while running,
chapterization, tab printing/insertion, proof job and RIC.
Auto-Duplex, Stacker, Collator, Auto Document
Recycler, Two Sided Scanner, Stitcher, Stapler, Edge
Trimming and GUI interface. Digital Darkness control
3000 sheets standard, (opt) single or dual 5000 sheet
stacker.



N E M A # 1 4 - 5 0 R
50 Amp Service

Printer Module (IOT)
120/208 or 120 240 VAC 60Hz

Environmental Requirements:
Operating Temperatures:
Minimum: 50 degrees F
Maximum: 90 degrees F

Humidity: 15%-85%
Noise Level: 82dB

Heat Dissipation:
System Controller: 812 BTU/hr
Standby: 9700 (1.8kW) BTU/hr

Operating: 26,300 (2.6kW) BTU/hr

Warmup time: 12 minutes
Power Consumption: 7.7 kW

Standby Power Consumption: 2.8 kW

For Sales, Parts, Service or Refurbishing Contact

W e s t  P r o d u c t s  C o m p a n y

X e r o x® D o c u Tech  6135
E l e c t r i c a l  R e q u i r e m e n t s

15 A M P Edison Receptacle
N E M A # 5 - 1 5 R

Interposer
(Optional Configuration)

115 VAC 60 Hz. 

15 A M P Edison Receptacle
N E M A # 5 - 1 5 R

Electronic Subsystem
(IPS/NPS Configuration)

Sun Ultra Controller
115 VAC 60 Hz. 



X e r o x ¨ D o c u t e c h  6 1 3 5
M a c h i n e  L a y o u t  M a p s

6 1 3 5  w i t h  i n t e r p o s e r

6 1 8 5  w i t h o u t  i n t e r p o s e r


