
The first name in print 
on demand. The last word in
state-of-the-art performance.

You’re looking at the fastest cut-sheet
PDL publisher in the known universe… 180
pages per minute. This is for the person who
knows what the power of print on demand is all
about, and wants more—more ways to do more
documents faster than ever before. 

This next generation DocuTech has it all,
the most versatile paper handling, enhanced
image quality, expanded finishing options. You
don’t move up to the DocuTech 6180 unless you
mean business.Engineered for speed… config-
ured for productivity. With its lightning fast RIP
speed, now you can print on demand a broader
band of jobs—a long queue of short runs and a
short queue of long runs. You have greater
capacity and flexibility to address high-volume
demands.

In other words, you can say yes to more
jobs, knowing you have superior print-on-
demand capabilities.



X e r o x ® D o c u t e c h  6 1 8 0
s p e c i f i c a t i o n s

Print Resolution
Printing Speed
Maximum Page Size

600x600 dpi
180 ppm
14”x17”

Performance Controller Features:
• Dual Processor Sun Ultra2 with Solaris
Operating System 2.6.
• 256 MB main memory.
• Two 9.1 GB disk drives.
• Expandable on-line disk storage with
a 9.1 GB external hard drive.
• One 644 MB CD-ROM drive.
• 20” color display.
• Keyboard, mouse.
• Ethernet interface. (10 Mb/sec or 100 Mb/sec)
• Optional Token Ring. (LPR only)
• Optional tape back-up system.
• Remote Diagnostics with Xerox Service.
• SNMP MIB II
• Modem

Printer Module
• Xerographic Engine.
• Supports 3, 4, 5, 6 and 7 pitch printing.
• Print speed up to 180 ppm.
• Simplex or duplex printing.
• Enhanced 600 x 600 dpi laser raster output
• ImageSense Technology
• In-line stitching/binding.
• Right side stitching/binding.
• 2 Tray Interposer.
Throughput Materials
(printing and finishing)
• Stock weights:
16 lb bond to 110 lb index.
• Sizes: 8” x 10” to 14” x 17”.
Paper Input Capacity
(sheet capacity at 20 lb)
• 5 input paper trays with auto tray switching
and document inserts.
- Tray 1 1,100 sheets; 8" x 10" to 9" x 14".
- Tray 2 600 sheets; 8" x 10" to 9" x 14".
- Tray 3 2,600 sheets of up to 14.3" x 17".
- Tray 4 550 sheets (only into Finisher)
of up to 14.33" x 17"

Paper Output Options
• Stacker: 3,000 sheets at 20 lb.
Optional:5,000 sheets at 20 lb.
(with one High Capacity Stacker)
Optional:10,000 sheets at 20 lb.
(with two High Capacity Stackers)
• Stitcher: 2 - 70 sheets at 20 lb.
1 or 2 adjustable stitches.
• Binder: 15 - 125 sheets at 20 lb.
• Tape colors: Black, blue, red, brown, gray,
white or green.
- 425 11” binds per tape reel.
• Signature Booklet Maker II (SBM II) (optional).
- Up to 22 sheets at 20 lb or 26 sheets at 16 lb.
- Paper sizes: Width Length
8.3” 11.7”
8.5” 11”, 13”, 14”
16.5” 11.7”
17.0” 11.0”
- Cover Insertion Module (CIM) (optional).
- Adjustable saddle stitch heads, folder, trimmer.
• Supports Level 1 Document Finishing
Architecture (DFA).

Client Environments Supported
• DOS 5.0 - 6.2.
• Windows 3.1,3.11, Windows 95/98, Windows NT.
• Mac OS 7.0 and above with QuickDraw;
Mac OS 7.5 and above with QuickDraw GX.
• Sun OS 4.1.3 / Solaris 1.1.1B.
• Solaris 2.3 / 2.4 / 2.5.1 /2.6.
PDLs and Data Formats
• Adobe PostScript Level 3/PDF.
• PCL 5e. • TIFF.• ASCII.• VIPP.
Native Network Environments
• TCP/IP.
• EtherTalk.
• Novell (SPX-IPX).



N E M A # 1 4 - 5 0 R
50 Amp Service

Printer Module (IOT)
120/208 or 120 240 VAC 60Hz

Environmental Requirements:
Operating Temperatures:
Minimum: 50 degrees F
Maximum: 90 degrees F

Humidity: 15%-85%
Noise Level: 82dB

Heat Dissipation:
System Controller: 812 BTU/hr
Standby: 9700 (1.8kW) BTU/hr

Operating: 26,300 (2.6kW) BTU/hr

Warmup time: 12 minutes
Power Consumption: 7.3 kW

Standby Power Consumption: 2.8 kW

For Sales, Parts, Service or Refurbishing Contact

W e s t  P r o d u c t s  C o m p a n y

X e r o x® D o c u Tech  6180
E l e c t r i c a l  R e q u i r e m e n t s

15 A M P Edison Receptacle
N E M A # 5 - 1 5 R

Interposer
(Optional Configuration)

115 VAC 60 Hz. 

15 A M P Edison Receptacle
N E M A # 5 - 1 5 R

Electronic Subsystem
(IPS/NPS Configuration)

Sun Ultra Controller
115 VAC 60 Hz. 



X e r o x® D o c u t e c h  6 1 8 0
M a c h i n e  L a y o u t  M a p s

6 1 8 0  w i t h  i n t e r p o s e r

6 1 8 0  w i t h o u t  i n t e r p o s e r

225”


